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WINCH STRAP ASSEMBLIES AND WINCHES

Series 12,000, Load Huggers
3 & 4 inch Wide Polyester Winch Assemblies

• Series 12,000 Load Huggers are made for 
 securely mounted winches on flat bed trucks 
 and trailers.

• Ultimate strength 15,000 lbs.

• Working load limit 5,000 lbs.

• Standard assemblies in 3" or 4" widths and 27' 
 or 30' lengths

• Wear pads and corner protectors extend life of  
Load Hugger  (see page 123)

• To order non-standards - specify width, length,  
and end fitting

Winches must be properly installed with ratchet pawl on top of 
toothed wheel to help prevent accidental disengagement.

Standard Winch #61222
For 3" & 4" Series 12,000 
Load Huggers -7.8 lbs.

Portable Winch #61221
For 3" & 4" Series 12,000 
Load Huggers - 8.8 lbs.

36" Winch Bar 
#61223
For use with 61221 and 
61222 - 4.8 lbs.

Flat Hook

Forged Triangle

GrabHook

Sewn Eye

Chain Anchor

U-Hook

4 27 61225 TE61225 4.2

4 30 61226 TE61226 4.8

3 27 61227 TE61227 4.6

3 30 61228 TE61228 5.0

4 27 61217 TE61217 3.0

4 30 61218 TE61218 3.6

3 27 61219 TE61219 3.4

3 30 61220 TE61220 3.8

End 
Fitting

Web 
Width
(in.)

Assembly 
Length 

(ft.)
Standard 
Part No

Tuff-Edge 
Part No.

Assembly 
Weight
(lbs.)

4 27 61205 TE61205 4.4

4 30 61206 TE61206 5.0

3 27 61207 TE61207 4.8

3 30 61208 TE61208 5.2

4 27 61209 TE61209 4.2

4 30 61210 TE61210 4.8

3 27 61211 TE61211 4.6

3 30 61212 TE61212 5.0

4 27 61213 TE61213 6.0

4 30 61214 TE61214 6.6

3 27 61215 TE61215 6.4

3 30 61216 TE61216 6.8

4 27 61201 TE61201 4.0

4 30 61202 TE61202 4.6

3 27 61203 TE61203 4.4

3 30 61204 TE61204 4.8
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E - TRACK AND VAN INTERIOR ASSEMBLIES
To order non-standard interior van restraint 
assemblies specify:

• Overall length

• Fixed Length

• Cam buckle or ratchet buckle

• Spring loaded E-Track, 3 piece E-Track or 
 any of the end fittings listed in Series 5,000 
 Load Huggers (page 108) may be attached

• Ultimate Assembly Strength: 2,500 lbs. with Cam Buckle
     3,000 lbs. with Ratchet

• Working load limit: 800 lbs. with Cam Buckle
    1,000 lbs. with Ratchet Buckle

• E-Track only works with E-Track fittings 

Van interior restraint assemblies are only as strong as 
the anchor or track to which they are attached.

     Cam Buckle and

3 Piece E-Track Fitting 

TIE DOWN CHAIN AND BINDERS

Spring Loaded E-Track Fitting (standard)
Horizontal E-Track #60801
12 Ga. Steel - Primed    
10 ft. Sections - 17 lbs.

Tiedown Chain - Boomers (Grab hook each end)

#16004I
#16003I

Vertical E-Track #60802 
12 Ga. Steel - Primed    
10 ft. Sections - 17 lbs.         

Note: E-Track can be 
cut into lengths suitable
for UPS shipments.       
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Load Binders

*Tuff-Edge web is yellow for all lengths.

Standard E-Track Straps
Stan-
dard 

Part No.

Tuff-
Edge* 

Part No.

Wt. 
(lbs.)

2" x 12' Cam Buckle/Spring E Track Fittings - Yellow 60805 TE60805 1.6

2" x 16' Cam Buckle/Spring E Track Fittings - Gray 60806 TE60806 1.7

2" x 20' Cam Buckle/Spring E Track Fittings - Blue 60807 TE60807 1.8

2" x 12' Ratchet/Spring E Track Fittings - Yellow 60808 TE60808 2.0

2" x 16' Ratchet/Spring E Track Fittings - Gray 60809 TE60809 2.1

2" x 20' Ratchet/Spring E Track Fittings - Blue 60810 TE60810 2.2

Tiedown Chain - Boomers
(Grab hook each end)

Standard 
Part No.

Wt.
(lbs.)

5/16 x 20' G-70 Yellow Dichromate-Welded Hooks 16001 21.0

3/8 x 20' G-43 Self-colored-Welded Hooks 16002 32.0

5/16 x 20' G-70 Yellow Dichromate-Clevis Hooks 16005 21.0

3/8 x 20' G-43 Self-colored-Clevis Hooks 16006 32.0

Load Binders

5/16 - 3/8 Lever Style 16004I 8.0

5/16 - 3/8 Ratchet Style 16003I 12.0




